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1. ENGINE SAFETY 

To ensure safe operation - 
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3. BATTERY CONNECTIONS (for DC electric starter) 

Use a 12 volt battery with an ampere-hour rating of at least 18 AH. 

connect the battery positive (+) cable to the 







2. AIR CLEANER 

CAUTION: Never run the engine without the air cleaner. Rapid engine 
wear will result from contaminants, 



3. FUEL 

Check that there is sufficient fuel in the fuel tank. 

NOTE: This engine is designed for 







7. OPERATION 

When the engine warms up, move tne control lever from the START posi- 
tion to the operating position for the desired engine speed. 
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8. STOPPING THE ENGINE 

1. 1. 











4. Check that the spark plug washer is 
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11. TROUBLESHOOTING 

Engine will not start using recoil starter: 
1. Is the 
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13. WIRING DlJtGRAM 
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14. WARRANTY SERVICE 

Owner Satisfaction 

Your satisfaction and goodwill are 



MEMO 

26 



MEMO’ 








	COVER
	CONTENTS
	ENGINE SAFETY
	COMPONENT IDENTIFICATION
	BATTERY CONNECTIONS (FOR DC ELECTIC STARTER)
	REMOTE CONTROL LINKAGE
	PRE-OPERATION CHECK
	ENGINE OIL
	AIR CLEANER
	FUEL

	STARTING THE ENGINE
	OPERATION
	OIL ALERT BUZZER (OIL ALERT TYPE ONLY)
	HIGH ALTITUDE OPERATION

	STOPPING THE ENGINE
	MAINTENANCE 
	MAINTENANCE SCHEDULE
	OIL CHANGE
	AIR CLEANER SERVICE
	SPARK PLUG SERVICE
	FUEL MIXTURE ADJUSTMENT

	TRANSPORTING/STORAGE
	TROUBLESHOOTING
	SPECIFICATIONS
	WIRING DIAGRAM
	WARRANTY SERVICE

	save as: 


